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	 Mechanical	 Build	date	=	Friday,	April	18th	by	NCRS	Judging	Manual	
	

1. 	 VIN	on	engine	pad		

The	vin	on	the	engine	pad	is	clearly	stamped	and	presents	as	
“6119511”.		This	is	consistent	with	the	vin	tag.			
	
The	approximate	build	date	per	the	vin	is	Friday	April	18th	per	
the	NCRS	1966	judging	manual	calendar	date	/	VIN	table.			

2. 	 VIN	Characters	
The	vin	stamp	characters	appear	to	be	typical	and	also	appear	
to	be	correct	overall.	

3. 	 Broadcast	code		

The	broadcast	code	presents	as	“T04IIIL”.		This	indicates	a	
Tonawanda,	NY	block	cast	on	Monday	April,	11	1966.		The	“IL”	
code	denotes	a	427	cubic	inch	390HP	motor.			
	
The	date	code	is	prior	to	the	final	build	date	of	the	car	and	as	
such	is	within	tolerance.		Note	the	letter	“I”	is	used	to	represent	
the	number	“1”	in	the	broadcast	code	only	on	Tonawanda	
sourced	blocks.	

4. 	 Broach	marks	/	Pad	surface	

The	pad	surface	is	in	very	good	condition	and	exhibits	broach	
marks	typical	of	this	type	of	engine	block.		Some	stray	and	non-
aligned	marks	are	present	but	may	be	attributable	to	the	
cleaning	process.	

5. 	
Block	casting	number	
expected	
(3869942)	

A	correct	block	casting	of	3869942	was	observed.	

6. 	 Block	casting	date	
The	block	casting	date	of	“C306”	or	Wednesday,	March	30th,	
1966	was	observed.		This	date	falls	well	within	tolerance	for	the	
build	date	of	the	car.	

7. 	 Valve	Covers	
Valve	covers	appear	to	be	correct	/	restored	originals	but	
exhibit	very	heavy	and	very	high	gloss	paint	not	typical	of	the	
original	coverage.	

8. 	 Air	Cleaner	element	
The	air	cleaner	element	is	a	new	service	replacement	as	is	the	
air	cleaner	lid.		The	correct	silkscreen	instructions	are	present	
on	the	lid.	

9. 	 Air	cleaner	base	
The	air	cleaner	base	appears	to	be	an	original	that	has	been	
restored.		Very	nice	condition.	



1966	Corvette	Vin	#	194676S119511	
	
	
	

	 2	

10. 	 Intake	manifold	casting	#	Expected	(3866948)	

The	intake	manifold	has	an	observed	casting	number	of	
3866948	and	exhibits	the	correct	“HOLLEY”	name	cast	on	the	
surface.	

11. 	 Intake	manifold	casting	date	

The	casting	date	for	the	intake	manifold	was	observed	as	“D56”	
or	Tuesday,	April	5th	1966.		This	date	is	well	within	the	
tolerance	for	the	observed	build	date.	(I	is	used)			L	=	December	

12. 	 Thermostat	housing	Expected	(660)	

The	thermostat	housing	is	a	“660”	numbered	part	and	is	
displayed	on	the	upper	portion	of	the	inlet	tube.		The	part	
number	is	partially	obscured.		Housings	with	the	“660”	part	
number	on	the	upper	inlet	(as	observed	here)	and	on	the	
mounting	flange	are	both	typical	although	the	parts	with	the	
“660”	on	the	mounting	flange	may	be	more	prevalent.	

13. 	
Carburetor	
Expected	(4160	–	3370-
4796)	

The	carburetor	is	a	correct	Holley	3370	style	unit.		The	primary	
is	stamped	with	the	number	4793.		The	expected	primary	is	
4796.		It	is	suspected	that	this	carburetor	is	a	Holley	sourced	
service	replacement	and	is	of	high	quality	and	correct	
configuration	and	date	for	the	car.	

14. 	 Carburetor	date	

	The	observed	date	for	the	carburetor	is	“623”	or	1966,	2nd	
month	(February)	3rd	week.		This	date	coincides	and	is	well	
within	the	tolerance	of	the	build	date	of	the	car.			7,8,9,0,A		B	=	
December		Weeks	N/A	

15. 	 Distributor	&	tag	Expected	(1111142)	

The	distributor	tag	was	only	partially	visible.		A	correct	part	
number	of	1111142	was	observed.		The	date	was	obscured	
behind	the	hold	down	clip	and	cold	not	be	moved.		This	is	a	
correct	distributor	tag	part	number	for	a	car	equipped	with	T.I.	
	

16. 	 Coil	Expected	(1115231	or	261)	

The	coil	number	was	not	visible	but	the	unit	appears	to	be	a	
service	replacement.		The	electrical	connections	were	fully	
functional	but	not	typical	of	original	coils.	

17. 	 Overflow	cap		

The	radiator	cap	is	a	service	replacement	and	does	not	
resemble	the	configuration	or	markings	of	an	original	part.	

18. 	 Radiator		

The	radiator	is	a	correct	appearing	unit	with	correct	markings.		
The	crush	tubes	for	the	top	mounting	area	are	missing	and	the	
mounting	bolts	and	washers	are	not	typical	for	this	application.		
A	petcock	is	used	in	place	of	the	correct	“E”	head	mark	drain	
plug.		The	finish	is	gloss	black	vs.	a	satin	or	semi-gloss	finish.			



1966	Corvette	Vin	#	194676S119511	
	
	
	

	 3	

19. 	
Exhaust	manifold	
Expected	(R3880828	
L3880827)	

No	clear	casting	numbers	or	dates	were	observed	on	the	
exhaust	manifolds.		They	may	be	service	replacements	or	
possibly	original.		However,	the	casting	slag	typical	of	original	
units	is	not	present.		This	is	usually	present	on	original	left	side	
units.		Both	manifolds	are	in	excellent	condition.	
(I	is	used)			L	=	December	

20. 	 Water	pump	&	fan	Expected	(3856284)	

Water	pump	casting	number	was	not	observed.		The	water	
pump	appears	to	be	a	correct	original	unit.	

21. 	 Voltage	regulator			Expect	515	

A	correct	“515”	voltage	regulator	was	observed.		However	the	
date	code	of	“6B”	appears	to	have	been	altered.		The	“6”	has	
clearly	been	stamped	over	an	existing	character.	(February	
1966)	date	is	correct	for	this	car	but	has	been	altered.	
A	to	M	=	December	no	“I”	

22. 	 Horn	relay	Expect	1115837	

No	part	number	was	readily	visible	for	the	horn	relay.		The	part	
looks	to	be	correct	and	original.		However,	the	mounting	is	
incorrect	and	missing	one	of	two	mounting	screws	and	not	fully	
seated	in	the	bulkhead.		(This	did	not	effect	the	operation	of	the	
horns.)	

23. 	 TI	Amp	
The	TI	amp	is	present	and	in	working	order.		It	was	not	possible	
to	tell	if	the	unit	is	an	original	type	or	an	original	case	with	
solid-state	components.	

24. 	 A/C	if	equipped….	
The	correct	A/C	compressor	unit	casing	is	present	and	exhibits	
a	casting	number	of	6555302.	

25. 	 Compressor	Date.	

The	cast	compressor	date	(under	the	part	casting	number)	is	
observed	to	be	“D287”	or	April	28th,	1967.		Although	similar	in	
form	and	function	the	main	compressor	appears	to	be	a	later	
service	replacement	from	1967.		This	is	possibly	a	warranty	
repair	piece	or	a	substitute	service	replacement	used	during	
the	restoration.		

26. 	 Foil	compressor	sticker.	
Main	foil	sticker	is	a	service	replacement	and	is	missing	the	
date.			

27. 	 AC	Relay	
The	relay	switch	is	clearly	a	service	replacement	with	“Made	in	
Mexico”	tag	still	attached.		This	is	not	a	serious	issue.	

28. 	 Dehydrator	
Appears	as	original	and	is	mounted	properly.	



1966	Corvette	Vin	#	194676S119511	
	
	
	

	 4	

29. 	 General	clips	–	clamps	hangers	etc	

All	clips	and	clamps	appear	to	be	generally	correct.	

30. 	

Alternator	
Expected	(1100750	61	
AMP)	
	

Alternator	exhibits	a	part	number	of	1100750	correct	for	this	
application.			

31. 	 Alternator	date	

The	alternator	date	appears	as	“6L1”.		This	date,	if	correctly	
observed	would	be	too	late	for	this	application	as	it	would	code	
out	to	Tuesday,	November	1,	1966.			This	is	not	a	serious	issue.	
G,H,J,K,L		M	=	December	“I”	not	used	

	 General	Mechanical	
Overview	

All	of	the	mechanical	components	in	the	engine	bay	are	generally	
correct.	 	 Most	 all	 of	 the	 major	 components	 have	 correct	 date	
codes	 and	 correct	 part	 or	 casting	 numbers.	 	 The	 most	 notable	
aberration	is	the	apparent	date	on	the	A/C	compressor.		While	it	
is	a	correct	original	part	with	correct	casting	number	it	appears	
to	have	a	1967	production	date.	 	 Since	 the	 casting	date	 is	after	
the	production	date	of	this	car	by	about	a	year	it	is	most	likely	a	
warranty	 replacement	 or	 restoration	 part	 and	 is	 of	 no	
consequence	 overall.	 	 There	 are	 a	 few	 service	 replacements	
elements	in	other	areas	as	might	be	expected.		The	few	items	that	
have	 incorrect	dates	and	or	part	numbers	are	easily	 replaced	 if	
desired.		All	wires,	clips,	tubes	and	similar	components	appear	to	
be	correct	and	are	properly	installed.	
	
The	engine	broadcast	code	appears	correct	and	the	date	is	in	line	
with	the	cars	build	date.		The	broadcast	code	uses	the	letter	“I”	in	
place	of	the	number	“1”	as	is	typical	of	a	Tonawanda	stamp.		The	
engine	code	“IL”	is	correct	for	a	390HP	427	engine	in	1966.		
	
The	 vin	 stamp	 is	 also	 correct	 for	 the	 car	 and	 appears	 to	 be	
original	to	the	car.	 	Broach	marks	are	apparent	as	well	as	some	
additional	stray	marks	that	may	be	the	result	of	cleaning	of	 the	
pad.		No	other	damage	or	aberrations	were	observed.		The	stamp	
characters	 appear	 as	 original	 and	 display	 what	 appears	 to	 be	
typical	spacing	and	configuration.	
	
The	block	casting	number	of	3969942	is	correct	and	the	observed	
cast	date	of	March	30th	is	well	within	tolerance	for	the	build	date	
of	the	car.	

	 Chassis		 	
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32. 	 Power	brake	booster	Expect	710	

The	brake	booster	may	be	a	service	replacement	as	no	“710”	
marking	or	date	code	was	apparent	on	either	of	the	tabs.	

33. 	 Power	brake	master	cylinder	

The	master	cylinder	is	a	correct	original	unit	for	1966	only	
based	on	configuration	and	outlet	size.			The	unit	has	correct	
caps.	

34. 	 Power	steering	
This	car	is	equipped	with	power	steering.	

35. 	 Power	steering	reservoir	cap	and	dust	cap	

The	reservoir	cap	is	the	correct	steel	painted	type	as	original.		
The	dust	cap	is	a	service	replacement	marked	with	a	“C”	vs.	the	
proper	“X”.		This	is	a	minor	issue	and	easily	replaced.	

36. 	 Power	Steering	gear	–	pump,	valve	and	braces.	

The	power	steering	pump	appears	to	be	original,	as	does	the	
valve	assembly,	ram	and	related	components.			

37. 	 A-arms	&	shims	
A-Arms	top	and	bottom	are	in	very	good	shape	and	are	the	
correct	configuration.		Shims	are	correct	square	top	as	original	
units.		The	dust	shields	are	present	and	in	excellent	condition.	

38. 	 Shock	tower	
The	shock	towers	and	mounting	washers	are	correct	as	
original.	

39. 	 Ball	joints	
The	ball	joints	are	correctly	riveted	in	place	as	original.	

40. 	 Frame	
Very	good	to	excellent	condition	overall.		No	rust,	damage	or	
issues	observed.	

41. 	 Starter	#	Expected	(1107365)	

The	starter	number	was	observed	as	a	correct	original	1107365	
unit.	

42. 	 Starter	date	

The	starter	motor	exhibits	an	apparent	date	of	“6C3”.		This	
would	code	to	Thursday,	March	3rd,	1966.			
	
G,H,J,K,L		M	=	December	“I”	not	used	
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43. 	 Transmission	Cast	Date	
The	date	casting	for	the	transmission	was	observed	to	be	
“P0330”.		This	would	code	to	Wednesday,	March	30th	1966,	well	
within	the	date	tolerance	for	this	car.	

44. 	 Transmission	Vin	
The	correct	vin	number	is	stamped	vertically	on	the	left	side	of	
the	unit.	

45. 	 Rear	end	code	and	date	

The	rear	end	code	is	observed	as	follows:	
“AT	3	22	66”.		This	codes	out	to	AT	=	3.08	with	a	build	date	of	
Tuesday,	March	22nd,	1966,	well	within	the	date	tolerance	for	
this	car.	
	
Has	3.08	gears	expect	code	=	AT	

46. 	
Side	pipes	
	
	

The	side	pipes	appear	as	original	to	the	car….	See	subsequent	
observations.	(Note:	This	is	a	St.	Louis	build	car	so	side	pipes	
are	possible.)	

47. 	 Side	pipes	ground	strap	hole	

There	is	no	apparent	evidence	that	a	screw	or	star	washer	were	
ever	mounted	in	the	cross	member	holes	on	this	car.	

48. 	 Side	pipes	–	bird	cage	notches	

One	or	more	notches	typical	only	of	side	pipe	cars	were	
observed	in	the	bird-cage	lower	section.		Also,	no	evidence	of	
rocker	panel	hangers	ever	having	been	installed	was	observed.	

49. 	 Side	pipes	–	inside	of	covers	

The	side	pipe	covers	appear	to	be	service	replacements	having	
light	colored	fiberglass	inner	shields	rather	than	the	typical	
dark	grey	found	on	original	units.	

50. 	 Side	pipes	–	triangle	plates	
The	correct	tri-angle	plates	are	in	place	and	exhibit	no	signs	of	
staple	holes	or	weather	strip.	

51. 	 Tires	
Five	(5)	bias	ply	white	wall	service	replacement	tires	in	
excellent	condition.	

52. 	 Shocks		
Correct	service	replacements	with	codes.	

53. 	 Springs	check	
Springs	front	and	rear	appear	as	original.	
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54. 	 Wheels	Expect	welded	

Road	wheels	are	all	welded	type	Corvette	specific	wheels.	

55. 	 Spare	wheel	&	tire	Spare	tire	carrier	and	lock	

Present	and	correct.	

	 General	Chassis	Overview	

The	chassis	components	of	this	car	have	been	fully	restored	and	
as	such	are	in	excellent	condition.		The	components	that	were	
checked	for	date	codes	and	part	numbers	appear	to	be	correct	
and	in	most	cases	are	apparently	original	to	the	car.		The	overall	
condition	of	the	components,	frame,	a-arms	and	springs	is	very	
good	to	excellent.		The	undercarriage	overall	indicates	minimal	
use	and	no	damage	or	issues	of	any	kind	were	observed.	
	
The	side	pipes	appear	to	be	original	to	the	car.		Several	checks	
were	performed	to	verify	this	including,	St.	Louis	build,	lack	of	
thread	holes	for	ground	straps	in	the	cross	member,	presence	of	
notches	in	the	lower	lip	of	the	bird	cage	structure,	no	evidence	of	
mounting	hardware	installed	for	exhaust	hangers	on	the	inside	of	
the	frame.	

	 EXTERIOR	 	

56. 	 Paint	overall	

The	paint	overall	is	near	excellent.		It	is	applied	very	evenly	
with	no	drips,	runs,	weak	spots	etc.		While	the	paint	is	near	
excellent	it	is	significantly	better	than	original	quality	
applications	typical	of	lacquer	paint.		The	paint	is	typical	of	a	
well	restored	car.	

57. 	 Paint	Orange	peal	

No	orange	peal	of	any	note	was	observed	anywhere	on	this	car.	

58. 	 Paint	Dull	margins	

Paint	margins,	door	jambs	and	hood	recesses	/	gutter	have	all	
been	sprayed	with	a	dull	overcoat	to	approximate	the	factory	
coating	techniques.	

59. 	 Chrome	bumpers	condition	and	level	---	

All	chrome	is	excellent	–	show	chrome	level	–	significantly	
better	than	original.	

60. 	 Stainless	window	trim	
Trim	appears	as	original	and	has	been	highly	polished.		
Excellent	condition.	
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61. 	 Hub	caps	
The	hubcaps	appear	to	be	original	and	are	in	very	good	to	
excellent	condition.	

62. 	 Antennae		Exterior	

The	exterior	antenna	appears	as	original	but	may	deviate	in	one	
or	two	small	details.	

63. 	 Antennae	Mechanical	

The	internal	mechanism	for	the	antenna	is	a	correct	restored	
original	unit.	

64. 	
Emblems	---	expect	
matching	flags	front	to	gas	
door	

Emblems	are	in	good	condition.		The	gas	door	lid	has	an	
incorrect	color	registration	on	the	checkered	flag.		It	should	
match	the	flag	on	the	nose	but	does	not.		The	gas	door	lid	is	a	
reproduction	and	can	be	replaced	with	a	correct	original	or	
reproduction	with	the	correct	flag	configuration.	

65. 	 Doors	

Excellent	
	
Gaps	–	open	and	closing	is	significantly	better	than	most	other	
C2’s	including	coupes.	

66. 	 Body	Panels	–	hood	
Excellent	
	
Straight	and	flat		-	inside	lamination		

67. 	 Body	Panels	–	Nose	
Excellent	
	
Straight	and	level	

68. 	 Head	lights	
Four	correct	T-3’s	observed	–	all	work.	

69. 	 Tail	lamps	fixtures	
Excellent	

70. 	 Parking	lamp	fixtures	
Excellent	

71. 	 Wipers	and	configuration	

Correct	wiper	arms	and	blade	holders	–	suspect	these	are	
original	pieces.	
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72. 	 Windshield	tint	band	
This	is	a	replacement	windscreen	–	the	tint	band	is	incorrect	
but	the	codes	etc.	are	correct	service	replacement	style	in	
excellent	condition.	

73. 	 Glass	

All	window	codes	are	“XA”		=	February	1966	and	appear	to	be	
original.	
	
Hardtop	window	code	not	observed,	soft-top	window	=	“266”	
or	February	1966.		Glass,	hard	top	glass	and	soft	top	plastic	are	
all	in	excellent	condition.	
	

	 General	exterior	overview	

The	overall	fit	and	finish	of	this	vehicle	is	close	to	excellent	if	
not	perfect.		Gaps	are	well	within	tolerance	for	a	car	of	this	type.		
The	doors	open	and	close	in	excellent	fashion.			
	
The	paint	is	excellent	with	respect	to	coverage,	consistency,	
gloss	and	color.		However,	the	application	of	the	paint	is	not	
typical	of	factory	methods.		Specifically,	it	is	completely	
consistent	on	all	panels	and	in	all	areas	from	top	to	bottom.		
While	this	is	highly	desirable	in	a	collector	car	it	is	not	typical	of	
original	paint	application.		Effectively,	there	is	no	“orange	peel”	
on	any	of	the	surfaces.		Again	this	is	not	normal	for	original	
paint	application	but	is	typical	of	restored	cars.			
	
The	seller	indicates	the	car	has	“lacquer	/	clear-coat”	paint.		
This	is	assumed	to	mean	that	the	car	is	painted	in	lacquer	
mixed	with	a	clear	substance	to	harden	and	cause	the	finish	to	
shine.		Overall,	the	exterior	of	this	car	is	no	less	than	excellent.	

	 INTERIOR	 	

74. 	 Trim	Tag	
The	trim	tag	on	this	car	is	typical	of	a	St.	Louis	built	body.		
Characters	and	numbers	are	typical	of	an	original	trim	tag.	

75. 	 Body	build	date		

Per	the	trim	tag,	H18	=	Friday,	March	18th,	1966.		This	is	well	
within	tolerance	for	the	build	dates	for	this	car.	

76. 	 Body	number	A/S		

S6108	=	St.	Louis	body	number	6108.	

77. 	 Color	code		

976AA	=	Nassau	Blue	per	trim	tag.	
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78. 	 Trim	code		

“STD”	per	trim	tag	–	this	car	is	advertised	as	having	leather	and	
in	fact	it	does	have	leather	seats.		However,	the	trim	code	
equates	to	black	vinyl.	

79. 	 ECL’s	
No	ECL’s.		ECL’s	are	generally	not	present	for	cars	with	black	
interiors.	

80. 	 Seats		
Excellent	leather	seat	covers	are	at	or	near	perfect…note	vinyl	
is	correct	–	not	leather.		The	trim	tag	carries	a	code	of	“STD”	or	
Black	Vinyl.	

81. 	 Seat	backs	
Excellent	condition.	

82. 	 Dash	
Excellent	condition.	

83. 	 Clock	
Excellent	condition	–	digital	replacement	movement	–	see	
operations	check.	

84. 	 Radio	
Excellent	condition	–	appears	as	an	original	item	(Tested	
station	select	to	verify	that	the	internals	are	original	vs.	
updated	MP3	etc.)	

85. 	 Gauges	
Very	good	condition	

86. 	 Tach	
Very	good	condition	

87. 	 Speedo	
Very	good	condition	

88. 	 Oil	
Very	good	condition	–	noted	60lb	gauge	is	most	typical	but	80lb	
have	been	observed.	

89. 	 Fuel	
Very	good	condition	
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90. 	 Ammeter	
Very	good	condition	

91. 	 Water	temp	
Very	good	condition		

92. 	 Glove	box	/	liner	and	light	
Service	replacements	---	light	fixture	is	‘Lectric	limited	
replacement.		The	elements	of	the	glove	box	are	correct,	
installed	properly	and	in	excellent	condition.	

93. 	 Head	liner	and	halo	panel	/	dome	light	

Very	nice	correct	–	interior	of	soft-top	is	excellent.		Interior	of	
the	hard	top	is	correct	and	in	excellent	condition.	

94. 	 Jack	compartment	/	jack	and	wrench	handle	

Present	–	very	nice	condition	including	wrench	and	grommet.		
Appear	as	original.	

95. 	 Storage	lid	/	labels	and	dates	

Correct	storage	lid	material	and	configuration	–	new	service	
replacements.		NOTE:	the	carpet	tag	date	was	observed	to	be	
08/11/66.	This	would	equate	to	Thursday,	August	11th,	1966.		
Well	past	the	date	range	for	the	build	date	of	this	car	---	
check…This	is	NOT	a	serious	issue.		Replacement	tags	are	
readily	available.		

96. 	 Carpet	
Excellent	service	replacement.		Very	neatly	installed	with	no	
wrinkles	or	other	issues.	

97. 	 Door	panels	and	race	track	
Very	nice	service	replacement	door	panels.		Some	gaps	and	
alignment	issues	noticed	on	the	racetracks	although	very	minor	
and	pose	no	issues.	

98. 	 Door	panel	inserts	and	blocks	

The	correct	inserts	(behind	the	wind	wing	cranks)	and	view	
blocks	(behind	door	pulls)	are	present.	

99. 	 Head	rests	(Vinyl)	
NOTE:		This	is	a	headrest	car	but	the	headrests	are	leather	
covered	vs.	the	correct	vinyl	material.	

100. 	Seat	belts	&	dates	
Very	good	condition	with	correct	dates	of	10E66	or	tenth	week	
of	1966	–	approximately	2nd	week	of	March	1966.		These	dates	
are	correct	and	coincide	with	the	build	date	of	the	car.	
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	 General	Interior	overview	

The	interior	appearance	of	this	car	is	no	less	than	excellent	in	
most	all	respects.		The	fit	and	finish	of	the	components	is	
generally	excellent.		However,	the	most	notable	issue	with	this	
car	is	the	fact	that	the	trim	tag	indicates	this	is	a	vinyl	interior	
car.		i.e.	an	“STD”	Trim	code	or	Black	Vinyl.		In	that	regard,	the	
seats	have	been	covered	in	leather,	as	have	the	headrests.		
Neither	is	correct	for	this	car.		All	headrests	in	mid-year	cars	
were	covered	in	vinyl	regardless	of	seat	material	and	or	trim	
codes.	
	
	With	regard	to	the	trim	tag	it	appears	to	be	a	correct	original.		
An	inspection	of	various	known	character	aberrations	with	a	
high-resolution	device	indicates	that	this	is	most	likely	the	case.			
	
The	only	issue	noted	in	the	interior	codes	and	dates	is	the	date	
for	the	carpet	label	on	the	jack	board.			It	“appears”	to	indicate	a	
date	of	08/11/66.		While	incorrect	this	is	a	minor	issue	overall.			
	
There	are	no	Exception	Code	Letters	(ECL’s)	for	a	car	with	
black	interior	so	it	is	impossible	to	tell	if	the	power	windows	
and	headrests	were	added	or	were	original	to	the	car.		Both	
appear	as	original.		In	either	case	these	are	both	highly	
desirable	options	and	add	to	the	value	of	the	car	overall.			
	
The	gauges	panel,	glove	box	panel	and	dash	pads	are	all	in	very	
good	to	excellent	condition	and	present	very	well.	
	
The	teak	wheel	is	a	reproduction	and	is	very	well	done.		The	
tele-wheel	is	correct	and	adds	to	the	drivability	and	value	of	the	
automobile.	

	 Operations	Test	 	

101. 	Clock	
Digital	service	replacement.			Works	as	intended.	
	

102. 	Tele	wheel	
Works	as	intended.	

103. 	Power	window	-	left	
Works	as	intended.	
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104. 	Power	window	-	right	
Works	as	intended.	

105. 	Turn	signals		
Works	as	intended.	

106. 	Horn	
Works	as	intended.	

107. 	Start	/	no	smoke	/	run	no	
smoke	/	no	leaks	

Immediate	start	–	no	stumble-	smooth	running,	no	oil	smoke.		
This	is	a	quick	starting	and	smooth	running	engine	overall.	

108. 	
Wiper	holder	
Expect	Anco	or	Trico	Flat	
top	after	March	

Trico	–	correct.		Very	good	condition	and	works	properly.	

109. 	
Head	light	operation	and	
standard	/	bright	
operation.	

This	function	appears	to	work	but	took	several	tries	to	get	the	
light	and	switch	to	operate	correctly.		The	high	beam	indicator	
was	not	observed	to	be	working	at	the	time.	

110. 	Radio	

Works	as	intended	i.e.	power	to	the	unit	and	some	general	
static	around	stations.		NOT	able	to	get	reception	in	extreme	
NW	GA	near	the	AL	border.		This	is	most	likely	NOT	an	issue.	
	
This	is	an	original	style	radio	vs.	an	original	unit	with	modern	
internals.	
	
NOTE:	RADIOS	IN	C2’S	ARE	NOTORIOUS	FOR	POOR	
PERFORMANCE	ESPECIALLY	ON	THE	AM	BAND.			

111. 	4-way	flasher	
Not	equipped	with	V74	four	way	flashers.		NOTE:		This	car	did	
not	come	with	V74	but	this	is	an	easy	addition	and	is	generally	
not	detectable	if	done	correctly.	

112. 	Turn	signals	 Works	as	intended.		
	

113. 	Back	up	and	brake	lights	 Works	as	intended.		
	


