GTO Power Teams

Initially, the 1964 GTO was released
with only one engine, the 325-horsepow-
er version equipped with the Carter AFB
four-barrel. Within a matter of weeks,
Pontiac management recognized the
need for a Tri-Power option. The 348-
horsepower version of the 389 was rea-
lized, using three Rochester two-barrel
carburetors tied to a thermostatically
controlled vacuum linkage.

1964 POWER TEAM SELECTION CHART
Trans. Engine Horse Comp. Std. SPECIAL ORDER AXLES
Type RPO  Size Carb. Code Power Ratio Axle 3.08 3.55 3.368 3.90
Manual Std. 389 4bbl 78 325 1075 3.23 1 tt @w§tt
Auto Std. 389 4bbl 79 325 1075 323 | - 118 HE ahis
Manual 809 389 3x2 76 348 1075 323 | H H a8t
Auto 809 389 3x2 77 348 1075 323 | t1s 14 @54
§ Metallic linings code 692 mandatory with Safe-T-Track [imited slip 1 Special MO radiator melu»;] ot extra cont
rear, code 701 @ HD tan
Note: M21 close ratio four-speed lvaHnqu-only'wH’h ’WO axle 'MZO $  Spesdometer sdapter required
wide ratio four speed availaole only with 3.08, 3.23, 3 36 and 3.55 t  Air conditioning not available
Std. rear axle ratio with air conditioning
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